
 
 

 

ROCK │
ROCK is a linear actuator with stiff rod designed for industrial applications.

 With compact dimension and easy to install, ROCK is able to perform the opening of louvre windows, solar 
shading blades and dome rooflights

 Made in two versions with 110-230V~
with synchronization system (Nekos 

 Thrust force of 500N and high IP66

 Fixed electronic, non-programmable return end
device and according to the application needing. This end
numerous applications where non-

 Start with acceleration ramp to facilitate the adjustment of solar
sensor (lux-meter). 

 Supplied complete with fixing brackets
overload. 

 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
APPLICATION   TO BE USED WITH

SOLAR SHADING BLADES   
LOUVRE WINDOWS  
JEALOUSIES  
DOME ROOFLIGHTS  
  
  

│500N Linear actuator with stiff rod

is a linear actuator with stiff rod designed for industrial applications. 

easy to install, ROCK is able to perform the opening of louvre windows, solar 
shading blades and dome rooflights 

230V~ (AC) 50/60Hz or 24V  DC power supply. Both versions are also provided 
(Nekos Syncro³ patent) for a variety of applications. 

6 protection rating, for use in dusty and damp environments.

programmable return end-stroke: the outward end-stroke is programmable with magnetic 
and according to the application needing. This end-stroke technology is easy to program and allows 

-standard strokes with millimetric end-strokes are required

Start with acceleration ramp to facilitate the adjustment of solar shading blades or jealousies controlled by light 

Supplied complete with fixing brackets, can be parallel connected and has an electronic protection against 

  
 
 

 

TO BE USED WITH: ROCK 24V ROCK 230V
KL and KL-R UNITS CENTRALI 
MODIX 2/4/6 RR2-M
MY-SUN1 and MY-SUN3  
K-LOCK  
  
  

Linear actuator with stiff rod    

easy to install, ROCK is able to perform the opening of louvre windows, solar 

power supply. Both versions are also provided 

protection rating, for use in dusty and damp environments. 

stroke is programmable with magnetic 
stroke technology is easy to program and allows 

strokes are required 

shading blades or jealousies controlled by light 

can be parallel connected and has an electronic protection against 

 
 
 
 

PATENTED 
EP2770385

 
                                                                                                                             

ROCK 230V 
CENTRALI KH e KH-R 
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TECHNICAL FEATURES (Functional and mechanical features) 

Specification Description 
Linear actuator with stiff rod and traction/thrust force of 500 N, enclosed in a suitable container of high-resistance composite 
material with fibreglass, suitable for operating solar shading blades, louvre windows, outward opening windows and dome 
rooflights. 

110-230V~ (AC) 50/60Hz or 24V  DC power supply also for synchronized versions. 

Prepared to be interfaced with K-Lock electromechanical lock and parallel connectable. 

Available in three different versions with maximum stroke of 100, 200 and 300 mm. Magnetic opening end-stroke adjustable 
along the entire length of the stroke. End-stroke stop while closing with power absorption also acting as overload protection. 

Supplied complete with brackets and accessories for mounting the actuator and connecting the rod. 

Complies with the EU Directives (EMC Directives, Low Voltage Directives). 

Standard colours: Grey (approx. RAL7047) with anodized aluminium metal parts and white cable 

 

 

 

 

 
 
MODEL           ROCK                           230V                   24V 

                                                                            230V  -  24V 

Thrust and traction force                                            500 N Protection degree                                                                          IP66 

Strokes                                                          100 / 200 / 300 mm Soft Stop                                                                                          NO 

Power supply voltage                       110-230V~(AC)      24V (DC)   Relax Function                                                                               YES 

Absorbed current at nominal load           0,21 / 0,14 A              0,63 A Synchronization (Syncro³ Patent                                     YES (Max. 8) 

Power absorbance at nominal load              17 W                    15 W Parallel connection                                                        YES (Max. 30) 

Average speed                                                        4 mm/s   Length of the supply cable                                                             2 m 

End-stroke stop                                                     Electronic Opening end-stroke                          electronic with magnetic selector 

Breaking current                                            -                            0,80 A Closing end-stroke                                                at power absorption 

Duration of the max. stroke at load                     25 / 50 / 75 s Overload protection                                               at power absorption 

Duration of the ramp (start and stop)                         1 s Noise level                                                                             55 dB(A) 

Electrical insulation                                     Class II      Class III (SELV) Static holding force                                                                   2500 N 

Duty cycle                                                    2 cycles                 5 cycles Dimension                                               72x34.5x345 / 445 / 595 mm 

Operating Temperature                                         -20°C  -  +70°C Weight (without brackets)                               ~ 0,890 Kg - ~ 0,870 Kg 

 
 

CODE                        MODEL CODE                        MODEL 
6275100   Rod actuator ROCK1 SY- 24V Syncro³  – 500N Stroke 100 mm 6270001   Rod actuator  ROCK1 – 110-230V – 500N – Stroke 100 mm 

6275101   Rod actuator ROCK2 SY - 24V Syncro³ – 500N Stroke 200 mm 6270002   Rod actuator  ROCK2 – 110-230V – 500N – Stroke 200 mm 

6275102   Rod actuator ROCK3 SY - 24V Syncro³– 500N Stroke 300 mm 6270003   Rod actuator  ROCK3 – 110-230V – 500N – Stroke 300 mm 

 6271001   Rod actuator ROCK1 Syncro³  110-230V 500N  Stroke100 mm 

 6271002   Rod actuator ROCK2 Syncro³  110-230V 500N Stroke 200 mm 

 6271003  Rod actuator  ROCK3 Syncro³  110-230V 500N Stroke 300 mm 

 


